USB 3.0 DISPLAY ADAPTER
INSTALLATION GUIDE ON MAC




SYSTEM REQUIREMENTS

» Available USB 3.0/ USB 2.0 port (USB 3.0 is recommended)
» Minimum requirement to use one USB Display Adapter:
* CPU: Intel Core 2 Duo 2.4GHz
* RAM: 2GB memory
» 2~3 Displays (office application)
e CPU: Intel i7 2GHz or higher
* RAM: 4GB memory or higher
» Mac OS: Mountain Lion (10.8) and newer

SUPPORT DISPLAY RESOLUTION

Wide Screen Display Standard Display
Aspect Ratio Resolution Aspect Ratio Resolution
16:9 2048 x 1152 4:3 1600 x 1200
16:10 1920 x 1200 4:3 1400 x 1050
16:9 1920 x 1080 54 1280 x 1024
16:10 1680 x 1050 4:3 1280 x 960
16:9 1600 x 900 4:3 1152 x 864
16:10 1440 x 900 4:3 1024 x 768
16:9 1366 x 768 4:3 800 x 600
16:9 1360 x 768 4:3 640 x 480
16:10 1280 x 800
15:9 1280 x 768
16:9 1280 x 720

= Monitor refresh frequency : 60Hz

NOTES

> Please visit our website to update the latest driver version for the good
performance.

» Unplug the USB 3.0 DispLAY ADAPTER before executing the Setup or
un-installation programs.

» We suggest USB 2.0 for ‘Office Application’ only. Video playback is not
recommended due to USB 2.0 bandwidth limitation causing imperfect video
performance.



» Do not recommend to connect USB 3.0 DisPLAY ADAPTER via the external
USB Hub.

» System reboot is required for the driver installation.

» Connect the external display device (monitor/projector) to the
VGA/DVI/HDMI connector of USB 3.0 DISPLAY ADAPTER before connecting to
USB port of your Mac.

» Support multi-display up to three adapters for office application.
» Support one display on macOS: 10.13.x.

DEVICE DRIVER INSTALLATION

Installing the device driver enables your computer’s operating system to
recognize the USB 3.0 DisPLAY ADAPTER once it's connected. Please check your
operating system and refer to the appropriate installation procedure to begin
installing the device driver.

This section illustrates the simple device driver installation procedure for
computer running macOS Mojave (10.14.6). Please make sure the USB 3.0
DispLAY ADAPTER is unplugged from your MacBook or Mac Desktop before
executing the setup program.

Step 1

Insert the Driver/Manual CD into CD-ROM drive or download the Mac
driver from the website, then save this Mac driver: “xx.x-xxxx.dmg” to the
desktop of your Mac.

You may click on the link below (the support page at www.mct.com.tw ) to
download the latest Mac driver to Downloads folder, save the Mac driver:
“Xxx-xxx.dmg to your Desktop.
https://www.mct.com.tw/include/download.php?dl=M]AXODAwWNzczX158ZG93bmxvY

WRefDAWMDAWMDAWOTM=

Step 2

Run the .dmg file to load drivers to the mac folder. Double click “xx.x-xxxx.dmg”
to load the drive, then click “MCT _Trigger_xxxx.pkg” to install the Mac driver on
your Mac.

o) [ ] . MCT-USB-Dispaly-Device

MCT_Trigger_Device_Driver- uninstall.command

MCT-USB-Dispaly- MCT-USB-Dispaly- 3.3-2019-11-03.pkg
Device.dmg Device



http://www.mct.com.tw/
https://www.mct.com.tw/include/download.php?dl=MjAxODAwNzczX158ZG93bmxvYWRefDAwMDAwMDAwOTM=
https://www.mct.com.tw/include/download.php?dl=MjAxODAwNzczX158ZG93bmxvYWRefDAwMDAwMDAwOTM=

Step 3
Click “Continue” to proceed.

o ‘e Install Trigger series USB Device Drivers

Welcome to the Trigger series USB Device Drivers Installer

You will be guided through the steps necessary to install this

Introduction
software.

Read Me
Destination Select
Installation Type
Installation

Summary

Continue

Step 4
Click “Continue” to proceed.

® - ‘e Install Trigger series USB Device Drivers

Important Information

This package installs the Trigger 6 (T6) display and audio device drivers,

Introduction and the Trigger 2 and 5 (T2, T5) display drivers on your system.
Read Me System requirements:

o -0S X 10.6.8 or later.
Destination Select - Intel CPU

- 1GB RAM minimum, 4GB recommended.

- For best performance, use T5 and T6 devices with a USB 3.0 port. USB
Installation 2.0 ports on some Macs are not supported by T5 devices.

- Recommended: OpenCL compatible GPU.

Installation Type

Summary

* This driver is developed by Magic Control Technology Corp.(MCT) for
use with with MCT Products only, any modification or unauthorised use is
prohibited.

”
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Print... Save... Go Back Continue



Step 5

Click “Install” to proceed.

[ ] « Install Trigger series USB Device Drivers

Introduction
Read Me
Destination Select

# Installation Type

m USB to VGA
T BV PINEN T

Step 6

Standard Install on "1014"

This will take 3 MB of space on your computer.

Click Install to perform a standard installation of this software
on the disk “1014",

Change Install Location...

Go Back Install

Click “Continue Installation”

‘e Install Trigger series USB Device Drivers

Introductic ‘

Read Me

Destinatio

When this software finishes installing, you ‘
must restart your computer. Are you sure
you want to install the software now?

- - software
Cancel Continue Installation

Installation Type

Installation
Summary
) _ USB to VGA
T #2500

Change Install Location...

Go Back Install



Step 7
Type in your password and click “Install Software”.

— Installer is trying to install new software.
[ ~n)

Introduc i IE Enter your password to allow this.

Read Me User Name: MCT

Desti Password: I ssssnse I

Installat
o Installa

Cancel Install Software _—
imar

% USB to VGA
T Sour=ur

Step 8

Installatlon IS processing...This will take a few minutes.
‘s Install Trigger series USB Device Drivers

Installing Trigger series USB Device Drivers

Introduction

Read Me
Destination Select
Installation Type

Registering updated components...
o Installation

Install time remaining: Less than a minute

USB to VGA
PR EN iy



Step 9
The system should pop-up a screen “System Extension Blocked” after installation
asks the user to enable these extensions for the first time. Click “Open

Security Preference” to go setting.

System Extension Blocked

Intraducti . A program tried to load new system extension(s)

MITQCEE signed by "Magic Control Technology Corperation® If

Read Me you want to enable these extensions, open Security &
Privacy System Preferences.

Destinatio

Installatiot I Open Security Preferences I “

# Installation r

Install time remaining: Less than a minute

MT o PPN EN,

% Important: This warning is not always shown. Even if it is not shown, for
new installations the user must “Allow” to install the MCT Trigger driver.

® < = Security & Privacy Q|

W FileVault  Firewall  Privacy

A login password has been set for this user =~ Change Password...

Require password 5 minutes ﬂ after sleep or screen saver begins
Show a message when the screen is locked

v | Disable automatic login

Allow apps downloaded from:

System software from developer “Magic Control Technology Allow
Corporation” was blocked from loading.

[J Click the lock to make changes.




Step 10
Click “Installer” to display the installer window, then click “Restart” to complete
the driver installation.

@ « Install Trigger series USB Device Drivers [

The installation was completed successfully.

Introduction

Read Me
Destination Select
Installation Type

Installation The installation was successful.

Summary The software was installed.

Click Restart to finish installing the software.

a ME T j‘;; .’;»;_>T

Step 11 (After System Reboot)
1. Connect the external display device (monitor/projector) to the VGA/DVI/HDMI|I
connector of USB 3.0 Display Adapter and turn on the display device

2. Plug the USB 3.0 Display Adapter into the USB port of your MacBook or Mac
desktop. You may begin to use the USB 3.0 Display Adapter with your display
device now.

% If the extended display is not worked after system reboot. Please go to
“System Preferences”—"Security & Privacy” to make sure you have
allowed “App Store and identified developers”.

__|

, —1| ® < &= Security & Privacy
® i System Preferences Qf N
W Filevault ~ Firewall  Privacy
i i S ) &
(I o | |
s = A login password has been set for this user  Change Password...
General Desktop & Dock Mission Language Security Spotlight  Notifications -
Screen Saver Control & Region & Privacy] Require password 5 minutes &) after sleep or screen saver begins
en the screen is locked
i \ —
Displays Energy Keyboard Mouse Trackpad Printers & Sound Startup
Saver Scanners Disk
Allow apps downloaded from:
‘ 5 : H‘“ E
© & @ w
iCloud Internet App Store Network Bluetooth Extensions Sharing
Accounts

System software from developer “Magic Control Technology Allow
Corporation” was blocked from loading.

2L »® A = @ ©

Users & Parental Siri Date & Time Time Accessibility
Groups Controls Machine J || Click the lock to make changes. ?




FUNCTION INSTRUCTION

DiSPLAY ARRANGEMENT

ﬂ System Preferences Edit View W

Go toﬂ, and then select “System  About This Mac
Software Update...

Preferences...” App Store...
System Preferences...
Dock 3
Recent Items [

Force Quit System Preferences M {#D

Sleep L¥a
Restart...
Shut Down...
Log Qut MC T ... 430
. 80606 System Preferences
On “System Preferences” click on [« » | [ showau
the “Display” tab. It will pop up this - |
. = B SRR I o
General Desktop & Dock Mission Language Security Spotlight  Notifications
Screen Saver Control & Region & Privacy
© . = . U= 4
CDs & DVDs Displays Energy Keyboard Mouse Trackpad Printers & Sound
Saver Scanners
TaY ” 800 Built-in Display
On the “Display” screen, G ,

you can adjust the
resolution, display mode AiisnoemeniaiaColot
and color range.

Resolution: (*) Best for display
()Scaled

Brightness: - )

™ Automatically adjust brightness

AirPlay Display: | No Devices Detected

[ Show mirroring options in the menu bar when available | Gather Windows | 'é','



lick on the “Arranaement” @2° Built-in Display
CCOte“-ageet CO—
tab, uncheck “Mirror

Dlsplays” to extend the | Display Armngement Color |

Scree n To rearrange the displays, drag them to the desired position.
. To relocate the menu bar, drag it to a different display.

[_| Mirror Displays

AirPlay Display: = No Devices Detected

|| Show mirroring options in the menu bar when available | Gather Windows | \'fl
Move the bar to assign any  w@e Color LCD
display to Primary and the 2.2 Q '
dlSplay |Ocat|0n. " Display | Arrangement | Color 1

To rearrange the displays, drag them to the desired position.
To relocate the menu bar, drag it to a different display.

[ Mirror Displays

EShow displays in menu bar ( Cather Windows ) ( Detect Displays ) @

Built-in Display

< Adjust your secondary EET Color |
monitor resolution, click on
the “Scaled” button.

Resolution: () Best for display
(*)Scaled

1920 x 1080
1600 x 900
1360 x 768
1280 x 720

| Gather Windows | (?)
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SETUP THE SOUND (USB 3.0 To HDMI)

1. Go to, and then select “System

Preferences...”

2. Go to the “System
Preference”, and select
“Sound”

3. The sound “Output”
options are shown below.
You can select a device for
sound output by clicking it.

ﬂ System Preferences Edit View W

About This Mac
Software Update...
App Store...

System Preferences...

Dock [
Recent Items >
Force Quit System Preferences {O#®D
Sleep T¥#a
Restart...
Shut Down...
Log Qut MC T ... 30
800 System Preferences
< | > | [ ShowAll (Q| )
“ M B @ o O @
General Desktop & Dock Mission Language Security Spotlight  Notifications
Screen Saver Control & Region & Privacy
© B . = _ W = 4
CDs & DVDs Displays Energy Keyboard Mouse Trackpad Printers & Sound
Saver Scanners
800 Sound

CH——

| Sound Effects MMI Input |

Select a device for sound output:

' Name
Internal Speakers
USB3.0 Audio

KoFamilyAirportExpress

Type
Built-in
use

AirPlay

Settings for the selected device:

Balance

Qutput volume: * Q

11

: r | Q

I
left right

@Show volume in menu bar

"
|

|\7/|

‘})) I Mute



DEVICE DRIVER UN-INSTALLATION

Step 1
Unplug the USB 3.0 Display Adapter from the USB port

Step 2

Double click “xx.x-xxxx.dmg” to load the drive, and click “Uninstall.command” to
un-install the driver

a0 ® — MCT-USB-Dispaly-Device

MCT-USB-Dispaly- MCT-USB-Dispaly- I'~.-'|(3T3 'glgz%?;_[ﬁféc;pz;ver uninstall.command
Device.dmg '

Device

Step 3
Key-in your password to proceed with the driver’s uninstallation.

i ® sales — uninstall.command — sudo = uninstall.command — 80x24

Last login: Tue Wov 19 28:81:48 on console

MCTde-MacBook-Air:~ sales$ /Volumes /MCT-USBE-Dispaly-Devicefuninstall.command ; e
wit;

Password:[]

*Please reboot the system to uninstall the driver completely.

F il
& [ ] %y sales — uninstall.command — 80x24

Last login: Tue Mov 19 28:81:48 on console

MCTde-MacBook—Alr:~ sales$ /Volumes/MCT-USBE-Dispaly-Devicefuninstall.command ; e
wit;

Password:

Please remember to reboot after uninstalling!

logout

Saving sesslon...

...5aving history...truncating history files...

...completed.

Deleting expilred sesslons...none fTound.

[Process completed]f]

Copyright© 2019 Magic Control Technology Corporation. All rights reserved. All trade names are registered trademarks of their respective owners.
Features and specifications are subject to change without notice. Product may not be exactly as shown in the diagrams. Revision: 20191120
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