[ — - KVM Extender/Switch
. SIIG
Series

HDMI 2.0 KVM Over Cat6 Extender with
Loopout & S/PDIF (ce-H26v11-s1)

e Transmits 4K@60Hz HDM! and USB signals up to 230ft (70m) via
Cat6/6a/7 cable - HDM! KVM Extender, HDMI 2.0, HDCP 2.2, USB
2.0 signal transmission

Coming soon

Part No. CE-H25L11-S1 CE-H25H11-S1 CE-H26G11-S1 CE-H26Y11-S1 CE-H27411-S1

Connection RX Tto1 Tto1 Tto1 Tto1
Input HDM! 1.4 HDMI 1.4 HDMI 1.3 HDMI 2.0 HDMI 1.3
™ XD T [ x aad Wireless i : v ! :
HDMI In L HDMI Ethernet USB 2.0
(Loop out) HDMI 4K@30Hz 4K@30Hz 1080p@60Hz 4K@60Hz 1080p@60Hz
RX: 1x =) 2x [anaad x| | 1x |[T] vea
HDMI Out USB 2.0 Ethernet S/PDIF - - - - -
. . (Toslink)
Meeting Room, Library, Educational Facilities, Distance 100m 100m 150m 70m 70m

Reception Desk, Service Counter, Shopping Center

4-Port HDMI 2.0 4K HDR Smart Console KVM

Switch with USB 3.0 and Multimedia Ports
(CE-H25611-S1)

e Allows you to control 4 computers via one set of keyboard
and mouse to create a high-preformace workstation

Common Applications
Home Workstation, Control Centers

Educational Facilities 22X () 1x () 4% \amntd 2X \atamtd 2X © 1x© 2x© 1x© 1x =

Reception Desk, Retail Store HDMI In HDMI Out USB 3.0 USB 2.0 Mic In MicOut  Audioln  AudioOut  Micro USB
Part No. CE-DVO111-S1 CE-H25611-S1 CE-H25511-S1 CE-KV0011-S2 CE-KV0711-S1 CE-KV0811-S1 CE-KV0911-S1 CE-KVOA11-S1 CE-DPOF11-S1 CE-DPOG11-S1
Connection 2to1 4to1 2to1 2to 1 2to2 Tto2 2to2 4to1 2to 1 4to1
Input Dual-LinkDV-D ~ HDMI 2.0 HDMI 2.0 HDMI 1.4 HDMI 1.4 HDM{2.0 ~ HDMI2.0/DP 1.2 HDMi 1.3 DP1.2 DP1.2
HDMI - 4K@60Hz 4K@60Hz 4K@30Hz 4K@30Hz 4K@60Hz 4K@60Hz 1080p 4K@60Hz 4K@60Hz

Dual-Link DVI 4K@30Hz = = = = = = - - -

UsB 3.0 3.0 3.0 2.0 2.0 2.0 2.0 3.0°2.0 3.0 3.0
Stereo v v v - - v v v v v
mic v 4 v v v v v v v v
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